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3.2 CEN/TS 15083-1 and EN 350

The median mass loss of the samples as a result of the exposition to each of the fungi is given in 
Table 5. The individual values are given in Annex 2.

Table 5. Mass loss and of Heat Treated Strand Woven Bamboo

Coniophora 
puteana

Gloephyllum 
trabeum

Poria
placenta

Coriolus 
versicolor

Donkioporia 
expansa

batch A 0.7% 1.2% 1.5% 2.0% 1.1%
batch B 0.2% 0.3% 0.8% 2.3% 1.1%
batch C 0.7% 1.4% 0.4% 1.4% 1.1%
ALL samples 0.5% 1.0% 0.8% 2.0% 1.1%
Durability class 1 - 1 1 1

According to EN 350, the durability class is calculated based on the mass loss obtained with the 
fungus resulting in the highest median mass loss. For all fungi the mass loss is less than 5%. This
implies that, when using the EN 350 to determine the durability, MOSO Bamboo X-treme, Heat
Treated Strand Woven Bamboo can be classified in durability class 1.
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Vastavalt standardile EN 350 arvutatakse vastupidavuse klass massikao põhjal seente korral, mis 
põhjustavad suurima keskmise massikao. Kõikide seente korral on massikadu alla 5%. 
See tähendab, et vastupidavuse määramisel vastavalt standardile EN 350 võib kuumtöödeldud 
bambuskiududest materjali MOSO Bamboo X-treme liigitada vastupidavusklassi 1.
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Table 3. Median mass loss and x-value of MOSO Bamboo X-treme, Heat Treated Strand Woven Bamboo,
after 12 and 26 weeks soil exposition.

Wood species / 
product

12 weeks 26 weeks

Mass loss 
x-value

related to Beech
x-value

Related to Pine
Mass loss 

(%) [-] [-] (%)
Reference Pine 31.1 - - 43.5
Reference Beech 21.1 - - 44.8
Reference Azobé 0.7 0.03 - 3.4
Reference Merbau 0.7 0.03 - 2.7
Bamboo board 1 0.3 0.02 0.01 2.5
Bamboo board 2 0.7 0.03 0.02 2.7
Bamboo board 3 0.8 0.04 0.03 2.9
Bamboo board 4 0.6 0.03 0.02 2.7

Total Bamboo 0.6 0.03 0.02 2.7
Durability class 1 1

According to EN 350, the durability class is determined based on the x-value. To calculate the x-value, 
the median mass loss or the test species is compared to the median mass loss of the Beech or Pine 
references. Hardwoods are compared to Beech, Softwoods are compared to Pine. As Bamboo is
neither softwood nor hardwood a comparison is made with both reference wood species Pine
sapwood and Beech.
Based on the mass loss found and the comparison to Beech and Pine, the tested MOSO Bamboo X-
treme, Heat Treated Strand Woven Bamboo, can be classified in durability class 1 when using the 
method described in EN 350.
MOSO Bamboo X-treme, Heat Treated Strand Woven Bamboo, performs comparable to Azobé and
Merbau. Little variance is found between the different boards.
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Vastavalt standardile EN 350 määratakse vastupidavuse klass kindlaks x-väärtuse põhjal. X-väärtuse 
arvutamiseks võrreldakse katseliigi keskmist massikadu pöögi- või männipuidust võrdlusmaterjalide massikaoga. 
Lehtpuitu võrreldakse pöögiga, okaspuitu võrreldakse männiga. Kuna bambus ei ole lehtpuit ega okaspuit, 
viiakse võrdlus läbi mõlema puiduliigiga: männipuidu ja pöögiga.
Välja selgitatud massikao ning pöögi ja männiga läbi viidud võrdluse põhjal võib katsetatud kuumtöödeldud 
bambuskiududest materjali MOSO Bamboo X-treme liigitada vastupidavusklassi 1 standardis EN 350 kirjeldatud 
meetodi kasutamise korral.
Kuumtöödeldud bambuskiududest materjali MOSO Bamboo X-treme näitajad on võrreldavad materjalidega 
Azobé ja Merbau. Erinevate plaatide vahel esineb vähe erinevusi.

vastupidavus 
CEN/TS 15083-1  

(EN 113) /  

EN 350 

klass 1
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Kuumtöödeldud bambuskiududest materjali vastupidavus puidusinetust põhjustavate seente mõjule

Moso International BV tellimusel viidi läbi kuumtöödeldud bambuskiududest materjali puidusinetuse katse vastavalt 
standardile EN 152. Osade katsenäidiste korral kasutati eelnevat UV-töötlust. UV-kiirguse ja veepihustuse 
kombinatsioon põhjustas tugeva värvimuutuse nii bambusest näidiste kui ka männipuidust võrdlusnäidiste pindadel.
Töödeldud ega algsetel bambusest näidistel ei täheldatud seente põhjustatud puidusinetust ega vastavate seente 
niidistikke. Selle tulemusena võib järeldada, et antud kuumtöödeldud bambuskiududest materjali vastuvõtlikkus 
puidusinetusele on väga madal.
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